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GEOLOGICAL SURVEY U-46696
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la. TYPE OF WORI<
Ute Tribal

DRILL i DEEPENO PLUG BACK O 7. UNIT AGREEMENT NAME
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EL VESLL
OTHER

NNELE MUNLTIPLE 8. FARM OR LEASE NAME

2. NAM OPERATOR âgOn Canyon
Del-Rio Drilling Programs, Inc. 9. WELL NO.

3. ADDRESS OF OPERATOR .

448 East Ath South, Suite 203, S.L.C., Utah 84111 io. FIELD AND POOL, OE WILDCAT

4. LoCATroN OF WELL (Report location clearly and in accordance with any State requirements.*) ildcat
At surface

633' FEL 661' FNL 11. SEC., T., R., M., OE BI.K.
AND SURVET OR AREA

At proposed prod. zone

Wasatch and Mesaverde Sec.4, T15S,R20E,S.L.B.M.
14. DISTANCE IN MILES AND DIRECTION FRO.it NEAREST TOWN OR POST OFFICE* 12. COUNTY OR PARISH 13. STATE

48 miles South of Ouray, Utah Uintah I Utah
10. DISTANCE FROM PROPUSED* 16. NO. OF ACBES IN LEASE 17. NO. OF ACEES ASSIGNED

LOCATION TO NEAREST TO THIS WELL
PROPERTY OR LEASE LINE, FT· 661' 2563.84 ' 40(Also to nearest drig. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 1Û. PROPOSED DEPTH 20. ROTARY OR CABLE TOOI.8
TO NEAREST WELL, DRILLING. COMPLETED,

OR APPLIED FOR, ON THIS LEASE. Fr- 1320'+ 5700' Rotary
21. ELEVATIONs (Show whether DF, RT, GR, etc.) 22. APPROX. DATE WORK WILL ST&RT*

7475' GR.
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. 30, 1983 -
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PROJECT

T /5 S , R 20 E , S. L.B. 8 M. DEL RIO DRILLING PROGRAMS INC.

Well locotion, * 4 -/A, located as
shown in the NE I/4NEI/4 (Lot I),
Section 4, TI5S, R2OE, S.L.B. SM.

S S9° 54' W Uintoh County , Utoh.

Lot 4 Lot 3 Lot 2 Lol/

Wagon Canyon 6

# 4 - /A
Elev. Ungraded Ground - 7475'

CERTIFICATE

THIS IS TO CERTIFY THAT THE ABOVE PLAT WAS PREPARED FROM

F1ELD NOfES OF ACTUAL SURVEYS MADE BY ME OR UNOËR MY
SUPERVISION AND THAT THE SAME ARE TRUE AND CORRECT TO THE
BEST OF MY KNOWLEOGE AND BELIEF.

REGISTERED LAND SURVEYOR
REGISTRATION N 3|64
STATE OF UTAH

79. so
UINTAH ENGINEERING Br LAND SuavEYING

S89°50'W
R 0. BOX Q - 85 SOUTH - 200 EAST

VERNAL, UTAH - 84078

SCALE
\" = 1000

DATE

PARTY REFERENCES
GS RT RP GLO Plat

WEATHER
. FILEX = Section Corners Located Fair DEL



ren. >-1::: (5 i in triplicate to appropriate
,

(R.v. D.e. 1957)
Regional Oil and Gas or huning Supersbor)

DESIGNATION OF OPERATOR

The undersigned is, on the records of the Iktretu of Land Man2gement,holder o[ kase

Disrxicr I.am Omct: Salt Lake City, Utah
SERLu. No.: U-46696

and herebydesignates

NAME: Del-Rio Resources Inc.
ADDRESS: 448 East 400 South

Salt Lake City, Utah 84111
as his operator and local agent, with full authority to act in his behalfin complying with the terms of the leiseand regulations applicable thereto and on whom the supervisor or his representative may serve written or omlinstructions in securing compliance with the Operating Regulations with respect to (describeacreage to whichthis designationis applicable):

Township 14 South, Range 20 East, S.L.M.
Section 34: ALL

Township 15 South, Range 20 East, S.L.M.
Section 3: ALL
Section 4: ALL
Section 5: ALL

Containing 2563.84 acres, more or less
Located in Uintah County, Utah

It is understood that this designation of oper2tor<loes not rdieve the lesseeof responsibility for compliancewith the terms of the le2se and the Operating Regulations. It is also understood that this designation ofoperator does not constitute an assignment of any interest in the lease.

In case of default on the part of the desigattedoperator, the lessee will make full and prordpt compliancewith all regulations, lease terms, or orders of the Secretary of the Interior or his representative.

Le lessee agrees promptlyto notify the supervisor of any ch2nge in the design2tedoperator.

TENNECO OIL COMPANY

P.W. Cayce, Ë , tto ey-In-Fact

...N.ny...B.,...19.ßl..-..°.-......................
...f.=.9.-...B.o×...3.2.4.pg., ng l.e.yog

_,_
_ _ gg (_g.ig5(A M)

(Addraa)
. S. SOfttWWERT Petkigag Drfggg ggggg•gg.)



Del-Rio Resources, In
Wagon Canyon 4-lA

NE NE Section, T15S, R20 E SLM
Uintah County, Utah

DRILLING PLAN

1. The geologic name of the surface formation is the Tertiary
Green River Formation.

2. Estimated tops of important geologic makers are as follows:

Wasatch Formation: 2330
Lower Wasatch: 3325
Mesaverde: 4450
Proposed T.D.:. 5700 .

3. Oil or gas may be encountered in .the Wasatch and Mesaverde
Formations. No other formatioils are expected to produce
water, oil, gas or other minerals in measurable quantities.

4. Size of Hole Size of Casing Setting Quantity of
& Wt./ft. Depth Cement

12 1/4" 8 5/8", 40.0#,new 300' Circ of Surface

7 7/8" 5 1/2",15.50#,new 5500' 440 sx.

5. Operator's minimum specifications for pressure control equipment
is a 10", 3000 psi hydraulic blowout preventor. Blowout
preventor will be tested daily. Refer to Diagram "C".

6. Fresh water base drilling mud will be used for the entire
drilling operations, utilizing a dispersed mud system to a
total depth. Mud weight will be controlled by controlling
drilling solids. Barite will be used for weighting material
in the event that abnormal pressures are encountered. Total
system volume will be 350 barrels, not including potential
reserve pit volume.

7. Auxiliary equipment is as follows:
(1) Kelly Cocks
(2) Bit Floats
(3) A full opening-quick close drill pipe valve is to be

located on the derrick floor at all
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DRILLING PLAN, CONTD.
Del-Rio Resources, Inc.
NE NE Sec. 4, T15S, R20E, SLM
Uintah Co., Utah

Page Two

8. Commercial shows of oil and gas will be tested. We are
,

anticipating drill stem tests in the Wasatch and Mesaverde
Formations. No coring is anticipated.

The logging program is as follows:

(1) Mud logging unit: from 300' to T.D.
(2) Dual Induction Laterlog-T.D. to base of surface casing.
(3) BHC-Gamma Ray Sonic w/Caliper, Intergrated T.D. to base

of surface casing.
(4) Formation Density/Compensated Neutron: Zones of interest.

9. No abnormal pressures or temperatures are anticipated. No
potential hazards such as hydrogen sulfide are expected,
based upon well experience in area.

10. The anticipated starting date: November 30, 1983.

Ken't A. Swánson
Exploration Manager

Salt Lake City, Utah
March 23,
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DEL-RIO DRILLING PROGRAMS, INCORPORATED

13 Point Surface Use Plan

for

Well Location

Wagon Canyon #4-lA

Located In

Section 4, Tl5S, R20E, S.L.E.& M.

Uintah County,



DEL-RIO DRILLING PROGRA , INCORPORATED
.

Wag°on Canyon #4-lA
Section 4, T15S, R20E, .L.B.& M.

l. EXISTING ROADS

See attached Topographic Map "A".

To reach DEL-RIO DRILLING PROGRAMS, INCORPORATED, well location site
Wagon Canyon #4-lA. located in the NE 1/4 NE 1/4 Section 4, Tl5S, R20E,
S.L.B.& M., Vernal, Utah:

Proceed Westerly out of Vernal, Utah on U.S. Highway 40 - 14 miles to
the exit of Utah State Highway 209; proceed Southerly on this highway
+ 7.5 miles to the junction of this highway and Utah State Highway 88;
proceed along Southerly on this highway + 10.0 miles to Ouray, Utah;
proceed South out of Ouray, Utah, on the Seep Ridge Road + 8.0 miles to
the point where the Willow Creek Road exits to the South; proceed
Southerly on the Willow Creek Road + 22.4 miles to the point where an
improved dirt road exits to the Southwest; proceed Southwesterly on this
road + 17.6 miles to the point where the planned access road (to be
discussed in Item #2) leaves the existing road and proceeds in a
Southwesterly direction to the proposed location site.

The Highways mentioned above are bituminous surfaced roads to the Seep
Ridge Road at which point all roads are dirt and are constructed of native
materials acquired during construction. These materials range from a
sandy-clay material to a sandstone and shale material with some gravell

There is no anticipated construction on any portion of the above
described roads. They will meet the necessary standards required to
facilitate an orderly flow of traffic during the drilling phase,
completion phase, and production phase, of this well at such time that
production is established.

The roads that are required for access during the drilling phase,
completion phase, and production phase of this well will be maintained at
the standards required by the B.I.A. or other controlling agencies.

2. PLANNED ACCESS ROAD

See Topographic Map "B".

The proposed access road leaves the existing road described in Item #1
in the NE 1/4 NE 1/4 Section 4, Tl5S, R20E, S.L.B.& M. and proceeds in a
Southwesterly direction approximately 400'+ to the proposed location site.

In order to facilitate the anticipated traffic flow necessary to drill
and produce this well, the following standards will be met:

The proposed road will be an 18' crown road (9' either side of the
centerline) with drain ditches along either side of the proposed road
where it is determined necessary in order to handle any run-off from
normal meterological conditions that are prevalent to the area.

Back slopes along the cut areas of the road will be 1 1/2 to 1 slopes
and terraced.
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DEL-RIO DRILLING PROGR '
, INCORPORATED

. Wagon Canyon #4-lA

Section 4, Tl5S, R20E, S.L.B.& M.

There will be no culverts required along this access road.

There will be no turnouts required along this access road.

The road will be centerline flagged prior to the commencement of
construction.

Any fences that are encountered along this access road will be cut and
replaced with a cattleguard having a minimum width of 18' and a loading
factor large enough to facilitate the heavy trucks required in the
drilling and production of this well.

If cattleguards are to be located at existing gates, they will
installed with the above requirements and with a new gate installed at one
end of the cattleguard.

The access from the road to the gate will be of such a nature that
there will be not impedance of traffic flew along the main access road and
not difficulties encountered by traffic utilizing the gate either leaving
or entering the proposed access road.

All lands involved on this action are under Ute Tribal jurisdiction.

The terrain that is traversed by this road is relatively flat and is
vegatated with sagebrush and grasses. .

3. EXISTING WELLS

See topographic Map "B".

There are no known water wells, disposal wells, drilling wells, shut
in wells, injection, monitoring or observation wells, for other resources
within a one mile radius of this location site.

There is however, one abandoned well and one producing well within a
one mile radius of this location site. (See Topographic Map "B" for the
location of these wells in relation to the proposed well location.

4. LOCATION OF TANK BATTERIES, PRODUCTION FACILITIES, AND PRODUCTION
GATHERING AND SERVICE LINES

At the present time there are no known DEL-RIO DRILLING PROGRAMS,
INCORPORATED producing well locations within a one mile radius of this
location site.

At the present time there are no gas gathering lines, injection or
disposal lines within a one mile radius of this location site belonging to
DEL-RIO DRILLING PROGRAMS, INCORPORATED.

In the event that production of oil from this well is established,
plans for a flowline from this location to existing lines in the area will
be submitted to the proper authorities and the existing area of the
location will be utilized for the establishment of the necessary
production facilities.

The total area that is needed for the production of this well will be
fenced and cattleguards will be utilized for access to these facilities.

Page



DEL-RIO DRILLING PROGR •

« INCORPORATED
. Wagon Canyon f4-1A

Section 4, T15S, R20E, S.L.B.& M.

If there is any deviation from the above, all appropriate agencies
will be notified.

The rehabilitation of the disturbed area that is not required for the
production of this well, will meet the requirements of Item #10 and these
requirements and standards will be adhered to.

5. LOCATION AND TYPE OF WATER SUPPLY

See Topographic Map "B".

Water to be used for the drilling of this well will be hauled by truck
from Towave Reservoir located in Section 25, T14S, Rl9E, S.L.B.& M. Water
will be hauled over the existing roads and the proposed access road
approximately 4.3 miles to the proposed location site.

In the event this is not a suitable source an alternate source will be
decided upon and all concerned agencies will be notified.

There will be no water well drilled at this location site.

6. SOURCE OF CONSTRUCTION MATERIALS

All construction material for this location site and access road
shall be borrow material accumulated during construction of the location
site and access road. No additional road gravels or pit lining material
from other sources are anticipated at this time, but if they are required,
the appropriate actions will be taken to acquire them from private
sources.

All surface disturbance area is on Ute Tribal Lands.

7. METHODS OF HANDLING WASTE.DISPOSAL

See Location Layout Sheet.

A reserve pit will be constructed.

The reserve pit will be approximately 8' deep and at least one half of
this depth shall be below the surface of the existing ground.

One half of the reserve pit will be used as fresh water storage area
during the drilling of this well and the other one half will be used to
store non-flammable materials such as cuttings, salts, drilling fluids,
chemicals produced fluids, etc.

If deemed necessary by the agencies concerned, to prevent
contamination to surrounding areas, the reserve pits will be lined with a
gel.

The pits will have wire and overhead flagging installed at such time
as deemed necessary to protect the water fowl, wildlife, and domestic
animals.
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DEL-RIO DRILLING PROGRT '
, INCORPORATED

. Wagon Canyon #4-1A
Section 4, Tl5S, R20E, S.L.B.& M.

At the onset of drilling, the reserve pit will be _fenced on three
sides and at the time the drilling activities are completed, it will be
fenced on the fourth side and allowed to dry completely prior to the time
that backfilling and reclamation activities are attempted.

When the reserve pit dries and the reclamation activities commence,
the pits will be covered with a minimum of four feet of soil and all
requirements of Item #10 will be followed.

All garbage and other waste material will be contained in a trash
basket made of small mesh wire and will be taken to the nearest sanitary
landfill for disposal upon completion of the well.

A portable chemical toilet will be supplied for human waste.

8. ANCILLARY FACILITIES

There are no ancillary facilities planned for at the present time and
none foreseen.

9. WELL SITE LAYOUT

See attached Location Layout Sheet.

The B.I.A. District Manager shall be notified before any construction
begins on the proposed location site.

As mentioned in Item #7, the pits will unlined unless it is determined
by the representatives of the agencies involved that the materials are too
porous and would cause contamination to the surrounding area; then the
pits will be lined with a gel and any other type of material necessary to
make it safe and tight.

When drilling activities commence, all work shall proceed in a neat
and orderly sequence.

10. PLANS FOR RESTORATION OF SURFACE

As there is some topsoil on the location site, all topsoil shall be
stripped and stockpiled. When all drilling and production activities have
been completed, the location site will be reshaped to the original contour
and stockpiled topsoil spread over the disturbed area.

Any drainages re-routed during the construction activities shall be
restored to their original line of flow as near as possible. Fences
around pits are to be removed upon completion of drilling activities and
all waste being contained in the trash pit shall be buried with a minimum
of 4' of cover.

As mentioned in Item #7, the reserve pits will be completely fenced
with wire and overhead flagging installed if there is oil in the pits, and
then allowed to dry completely before covering.

Page 4



DEL-RIO DRILLING PROGR''S, INCORPORATED
Waýon Canyon #4-lA
Section 4, Tl5S, R20E, S.L.B.& M.

Restoration activities shall begin within 90 days after completion of
the well. Once completion activities have begun, they shall be completed
within 30 days.

When restoration activities have been completed the location site and
access ramp shall be reseeded with a seed mixture recommended by the
B.I.A. District Manager when the moisture content of the soil is adequate
for germination. The Lessee futher convenants and agrees that all of said
clean-up and restoration activities shall be done and performed in a
diligent and most workmanlike manner, and in strict conformity with the
above mentioned Item #7 and #10.

11. OTHER INFORMATION

The Topography of the General Area - (See Topographic Map "A")

The area slopes from the rim of the Book Cliff Mountains to the South
to the Green River to the North, and is a portion of the Roan Plateau.
The area is interlaced with numerous canyons and ridges which are
extremely steep with numerous ledges formed in sandstone, conglomerate,
and shale deposits.

The majority of the washes and streams in the area are non-perennial
in nature with the only two in the area having a year round flow being
Willow Creek to the East and Hill Creek to the West, of which the numerous
washes, draws and non-perennial streams are tributaries.

All drainages in the immediate areas are non-perennial streams,
flowing to the Southwest and are tributaries to Hill Creek.

The majority of the numerous drainages in the surrounding area are of
a non-perennial nature flowing only during the early spring run-off and
during extremely heavy rain storms of relatively long duration. This type
of storm is rather uncommon as the normal annual precipitation is around
8".

The soils of this semi-arid area are of the Green River Formation from
the Eocene Epoch (Tertiary Period) and the visiable geologic structures of
light brownish-gray clays (OL) to sandy soils (SM-ML) with poorly graded
gravels and shales with outcrops of rock (sandstone, mudstone,
conglomerate and shale).

Due to the low precipitation average, climatic conditions and the
marginal types of soils, the vegetation that is found in the area is
common of the semi-arid region we are located in and in the lower
elevations of the Uinta Basin. It consists of, as primary flora, ceder
and juniper trees, areas of sagebrush, rabbitbrush, some grasses and
cacti, and large areas of bare soils devoid of any growth. In the areas
in the vicinity of perennial streams, cottonwoods, willows, tamarack,
sagebrush, rabbitbrush, grasses, and cacti can be found.

The fauna of the area consists predominantly of the mule deer,
pronghorn antelope, coyotes, rabbits, and varieties of small ground
squirrels and other types of rodents,and various reptiles common to this
area.
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DEL-RIO DRILLING PROGR '
, INCORPORATED

Wagon Canyon #4-lA
Section 4, Tl5S, R20E, S.L.B.& M.

The birds of the area are raptors, finches, ground sparrows, magpies,
crows, and jays.

The area is used by man for the primary purpose of grazing domestic
livestock.

The Topography of the Immediate Area - (See Topographic Map "B").

Wagon Canyon #4-lA is located on the top portion of a large mesa known
as Flat Rock Mesa. This mesa extends in a Northwest-Southeast
direction and the sides are relatively steep.

The majority of the drainages in the area around this location are
non-perennial in nature and run in a Southwesterly direction into Hill
Creek, which is located approximately 3.0 miles West of the proposed
location site.

The geologic structure of the area immediately surrounding the
location site is of the Green River Formation and consists of light
brownish-gray sandy clay with some sandstone outcrops.

The terrain in the vicinity of the location site slopes from the
Southwest through the location site to the Northeast at approximately a
1.8% grade.

The vegetation in the immediate area surrounding the location site is
predominatly sagebrush and grasses.

All lands disturbed by this location site and road are under the
B.I.A. jurisdiction.

There are no occupied dwellings or other facilities of this nature or
any visible archeological, historical, or cultural sites in the general
area.

12. LESSEE'S OR OPERATOR'S REPRESENTATIVE

Larry Caldwell
448 East 4th South, Suite 203
Salt Lake City, UT 84111

1-801-355-8028

13. CERTIFICATION

I hereby certify that I, or persons under my direct supervision have
inspected the proposed drill site and access route; that I am familiar
with the conditions which presently exist; that the statements made in
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DEL-RIO DRILLING PROGRA-
, INCORPORATED

Wagon Canyon #4-lA
Section 4, Tl5S, R20E, S.L.B.& M.

this plan are to the best of my knowleòge true and correct•.and that the
work associated with the operation proposed herein will be performed by
DEL-RIO DRILLING PROGRAMS, INCORPORATED and its contractors and
sub-contractors in conformity with this plan and the terms and conditions
under which it is approved.

Date L bry daldwell

Page
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June 8, 1984

Del-Rio Drilling Program, Inc.
448 Last Loth South, Suite 203
Salt Lake City, Utah 84111

RE: Well No. Wagon Canyon 4-1A
miE Sec, 4, T. 15S, R. 20E
661' FNL, 633' FEL
Uintah County, Utah

Gentlemen:

Approval to drill the above referemed oil well is hereby granted in
accordance with Rule C-3 (b), General Rules and Regulations and Rules of
Practice and Procedure, sub ject to the following. stipulation:

1. Prior to comencement of drilling, receipt by the Division of
evidence providi à assurance of an adequate and approvec supply of
water.

In audit.ion, the folleriing actions are necessary to fully comply with this
approval:

1. Spudaire notification to the Division within 24 hours after drilling
operations cournce.

2. Subiaittal to the Division of completed fora OGC-S-X, Report of Water
Encountered During Drilling.

3. Prompt notification to the Division should you determine that it is
necessary to plug mx! abanden this well. Notify R. J. Firth,
Associate Director, Telephone (801) 533-5771 (Gifice) ,

571-6068
(Nome).

4. Compliance with the requirements ard reßulations of Rule C-27,
Associated Gas Flarktg, General Rules and Regulations, Gil and Gas
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Deldio ixilling Programs
Well No. Wagon Canyon 4-1A
June 8 , 1984
Page 2

5. This approval shall expire one (1) year af ter date of issuance unless
substantial arvi continucus operation is uralerway or an application
for an extension is made prior to the approval expiration date.

The API number assigned to this well is 43-047-31492.

Sincerely,

R. J. Firth
Associate Director , Gil å Cas

idF/gl
cc: Branch of Fluid Minerale
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O STATEOF UTAH Norman H. Bangerter, GovernorNATURALRESOURCES Dee C. Hansen, Executive Director
Oil, Gas & Mining Dianne R. Nielson, Ph.D., Division Director

355 W. North Temple • 3 Triad Center • Suite 350 • Salt Lake City, UT84180-1203 • 801-538-5340

3uly 23, 1985

Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, Utah 84078

Gentlemen:

Rei Weil Ño. Wagon Canyon À-lA - Sec. 4, T. 15S., R. 20E.,
Uintah County, Utah - Lease No. U-46696
Operator of Record: Del Rio Drilling Programs

The above referenced well in your district was given state
approval to drill June 8, 1984. This office has not received
notification of any activity on this location.

Please let me know what action, if any, the Bureau of Land
Management is taking on this well.

Thank you for your help in keeping our records up to date.

Pam Kenna
Well Records Specialist

cc: Dianne R. Nielson
Ronald 3. Firth
John R. Baza
File

Ol6lS/l7

an equal opportunity



United States Department of the Inte4GCEIVEÒ
BUREAU OFLAND MANAGEMENT

VERNALDISTRICTOFFICE SEP 1 3 1985170 South 500 East
IN REPLY Vernal, Utah 84078
REFERTO:

3162 -avmún Or OIL
U-820 GAS e MINWO

September 12, 1985

State of Utah
Division of Oil, Gas and Mining
355 West North Temple
3 Triad Center, Suite 350
Salt Lake Cit.y, Utah 84180-1203

Attention: Ms. Pam Kenna

RE: Requests on Status of Wells

We are replying to your requests for status on the following wells:

Referenced Well Status

1. Del Rio Drilling Programs Still pending
Well No. Wagon Canyon 3-1A
Sec. 3, T15S, R20E
Lease No. U-46696

2. Del Rio Drilling Programs - Still pending
Well No. Wagon Canyon 4-1A
Sec. 4, T15S, R20E
Lease No. U-46696

3. Del Rio Drilling Programs Still Pending
Well No. Wagon Canyon 5-1A
Sec. 5, T15S, R20E
Lease No. U-46696

4. Coasta3 Oil & Gas Corp. Rescinded July 16, 1985
Well No. NBU94
Sec. 10, T105, R21E
Lease No. U-0149079

5. Coastal Oil & Gas Corp. Rescinded July 17, 1985
Well No. NBU99
Sec. 30, T9S, R22E
Lease No.



Forin 9-331 C SUBMIT IN CATE* Form approved.
(May 1963) (Ot;her instruc on Budget Bureau No. 42,-R1425.

U TED STATES reverse side) -

DEPARTMENT OF THE INTERIOR 5. LEASE DESIGNATION AND SEEIAL NO.

GEOLOGICAL SURVEY U-46696

A PPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6. IF INDIAN, ALLOTTEE OR TRIBE NAME

18. TYPE OF WORK Ute Tribal
DRILL Ð DEEPENO PLUG BACK 7. UNIT AGREEMENT NAME

b. TTPE OF WELL Hill Creek Extension
OMELLL WAESLL

OTHER
NGELE MUNLTIPLE 8. FARM OR LEASE NAME

2. NAME OF OPERATOR
âgOn Canyon

Del-Rio Drill‡ng Programs, Inc. Û. WELL NO.

3. ADDRESS OF OPERATOR
- lÂ

448 East Ath South, Suite 203, S.L. C., Utah 84111 io. FIELD AND POOL, OR WILDCAT

4. cbaTrI NœOF WELL (Report location clearly and in accordance with any State requirements.*) Wildcat
633' FEL 661' FNL 11. sec., x., s., s., oa nos.

AND BURVEY OE AREA

At proposed prod. zone

Wasatch and Mesaverde Sec.4, T15S,R20E,S.L.B.M.
14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTY OR PARISH 13. STATE

48 miles South of Ouray, Utah Uintah Utah
10, DISTANCE FROM PROPOSED* 16. NO. OF ACRES IN LEASE 17. NO.OF ACBES ASSIGNED

LOCATION TO NEAREST TO THIS WËLL
PROPEETY OR LEASE LINE,FT. T o(Also to nearest drig. unit line, if any) • U •

18, DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 2Û. ROTARY OR CABLa TOOLS
TO NEAREST WËLL, DRILLING, COMPLETED,
OR APPLIED FOR, ON THIS LEASE. Fr. ' 1320'+ ° 5700' Roterr

21. ELEVATIONs (Show whether DF, RT, GR, etc.) PPROI. DATE WORK WILL START*

7475' GR. v. 30, 1983
23 PROPOSED CASING AND CEMENTING P

SIZE OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH Q ANTITY OF CEMENT

See attached 10 point
Drilling Program.

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productive zone and proposed new productive
zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowont
preventer program, if any.
24.

SIGNED TITLE DAT 5/3/83

(This space for Federal or a o1Tice use)

PERMITNO. APPROVAT.DATE

MiBOCIATE
APPROVED BY TITLE AŸAIN hi A M i f" DATE
CONDITIONS OF APPROVAL, IF ANY:

CMBITMSOFAFPROVALATTACMS
TOGPEBATOWSCOPY NOTICE OF
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CONDITIONSOF APPROVALFOR NOTICE TO DRILL

Company Del-Rio Drilling Programs, Inc. Well No. 4-lA

Location Sec. 4 T 15s R 20E Lease No. U-46696

Onsite Inspection Date N/A

1. All fresh water and prospectively valuable minerals encountered during
drilling will be recorded by depth and adequately protected. All oiland gas shows will be tested to determine=commercial potential.

2. Adequate and sufficient electric/radioactive logs will be run to locateand identify the prime oil shale horizons (and gilsonite or saline
minerals) in the Green River formation. Casing and cementing programswill be adjusted to eliminate any potential influence of the well boreor productive hydrocarbon zones on the oil shale (and gilsonite orsaline dinerals) resources, i.e. cement should be circulated from thebase to the top of the Mahogany zone to .protect the oil shale resources.Surface casing program may require adjustment for the protection offresh water aquifers in the upper Green River formation.

3. BOP systems will be consistent with API RP 53. Pressure tests will beconducted before drilling out from under casing strings which have beenset and cemented into place. Blowout preventer controls will be in-
stalled prior to drilling .the surface casing plug and will remain inuse until the well is completed or abandoned. Preventers will be in-
spected and operated at least daily to ensure good mechanical workingorder and this inspection will be recorded on the daily drilling
report. Preventers will be pressure tested before drilling casingcement plugs.

The ram-type preventer will be pressure tested to a minimum pressureof 1,000 psi.

**Due to the lack of pressure data in this area, a hydril-type preventer
- will also be used. The hydril-type preventer (3000#) will be pressuretested to a minimum pressure of 1,000 psi.

The Vernal District Office will be notified, with sufficient leadtime, in order to have a BLMrepresentative on location during thepressure testing.

4. The Vernal District Office should be notified, with sufficient leadtime, in order to have a BLMrepresentative on location while runningall casing strings and cementing.

5. No chromate additives will be used in the mud system for wells onFederal and Indian lands without prior BLMapproval to ensure ade-
quate protection of fresh water



(Iþ (Iþ

6. All reporting requirements as per Onshore Order No. 1 and Federal
regulations will be met.

7. The spud date will be reported orally to the Vernal District Office
within 48 hours after spudding. If the spudding occurs on a weekend
or holiday, the spud will be reported on the following regular work
day. The oral report will be followed up with a sundry notice.

8. No well abandonment operations shall commence without the priorapproval of the authorized officer. In the case of newly drilled
dry holes or emergencies, oral approval can be obtained.

***9. Approval of this APD does rugt constitute approval of the surface useplan. After all necessary permits/ROW's have been obtained from theBIA and/or Ute Tribe, Del-Rio will inform this office so that an on-
site can be scheduled. Failure to do so will result in an immediateshut-in until all surface concerns have been studied and/or met.

10. This approval is valid for a period of time not to exceed one yearfrom the approval date. Should it be desired, yearly extensions tothe approval can be granted when requested given a reasonable
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UNITED STA(April 19761 DEPARTMENT OF THE INTERIOR(formerly 4-1123)
BUREAU OF LAND MANAGEMENT

ROUTING AND TRANSMITTAL SLIP

To

CODE NAME
RNOOOM

Indicate Action by Number
1. Necessary action 6. Note and sumame
2. Approval 7. Note and retum
3. Signature 8. Your information
4. Prepare reply 9. See me
5. Your comment and retum 10.

From Dat Room No.

Office Phone

Remarks

JUN 0 1987

DivlSIONOF
OIL,GAS&MINING

GPO : 1984 0 -



VERNAL DISTRICT OFFICE

BADGER OIL CORPORATION
Eula Ute 3-16A1 >

Sec. 16, T. 1S, R. lW, «JJ
Duchesne County, Utah
API NO. 43-013-31161

DELRIO DRILLING PROGRAMS
Wagon Canyon 3-1A
Sec. 3, T. 15S, R. 20E,
Uintah County, Utah
API NO. 43-047-31491 /

Wagon Canyon 4-lA <zi.

Uin ah C nty U
h20E,

API NO. 43-47-31492

Wagon Canyon 5-1A
Sec. 5, T. 15S,. R. 20E,

Wagon Canyon 34-1A
a34 14S 20E,

API NO. 43-047-31490

JUN 0 3 1987

DMSIONOF
OILGAS&
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O STATEOF UTAH Norman H. Bangerter, GovernosNATURALRESOURCES Dee C. Hansen. Executive Director
Oil, Gas & Mining Dianne R. Nielson, Ph.D., Division Director

355 W. North Temple •3 Triad Center • Suite 350 • Salt Lake City, UT84180-1203•801-538-5340

030112

February 22, 199&

Del-Rio Drilling Program, Inc.
448 E. 4th South, Suite 203
Salt Lake City, Utah 84111

Gentlemen:

RE: Well No. Wagon Canyon 4-lA, Sec. 4 T. 15S, R. 20E,Uintah County, Utah, API NO. 43-04 -31492

In concert with action taken by the U.S. Bureau of LandManagement, approval to drill the above referenced well is herebyrescinded. A new Application for Permit to Drill must be filedwith this office for approval, prior to future drilling of thesubject location.

If any previously unreported operations have been performed onthis well location, it is imperative that you notify the Divisionof Oil, Gas and Mining immediately.

Sincerely,

ohn R. Baza
etroleum Engineer

sb
cc: BLM-Vernal

D. R. Nielson
R. 3. Firth
Well file

0327T-25

an equal opportunity
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